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   WORM DRIVE CLAMPS  

  

SLOTTED & SILICONE HOSE CLAMPS 
Series 910 - Stainless steel slotted band, bridge & housing, and plated carbon screw. 
Series 920 - Stainless steel slotted band, bridge, housing and screw. 
 

HOSE OD  
RANGE(MM) 

PLATED  
CARBON SCREW 

CLAMPS 

 ALL STAINLESS 
STEEL CLAMPS 

 

6 - 16 91004  92004  

11 - 20 91006  92006  

13 - 23 91008  92008  

14 - 27 91010  92010  

18 - 32 91012  92012  

21 - 38 91016  92016  

21 - 45 91020  92020  

27 - 51 91024  92024  

33 - 57 91028  92028  

40 - 64 91032  92032  

46 - 70 91036  92036  

52 - 76 91040  92040  

59 - 83 91044  92044  

65 - 89 91048  92048  

71 - 95 91052  92052  

78 - 102 91056  92056  

84 - 108 91060  92060  

91 - 114 91064  92064  

48 - 127 91072  92072  

64 - 140 91080  92080  

79 - 152 91088  92088  

92 - 165 91096  92096  

105 - 178 91104  92104  

143 - 216 91128    

181 - 254 91152    

238 - 311 91188    
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9MM BAND - ASFA-L (LIGHT DUTY) - WORM DRIVE CLAMPS 

 

   WORM DRIVE CLAMPS  

(9MM & 13MM FORMED) 

A light duty worm drive clamp for use in industrial, agriculture and marine applications.  The W4 
grade offers additional resistance to the more corrosive applications.  The band is cold formed for 
extra strength.  The bevelled edges protect the hose from being cut. 

13MM BAND - ASFA-S (HEAVY DUTY) - WORM DRIVE CLAMPS 

CLAMPING 
RANGE - MM 

PART 
NUMBER 

 PART 
NUMBER 

 

20 - 32 W1S-032  W4S-032  

25 - 40 W1S-040  W4S-040  

32 - 50 W1S-050  W4S-050  

40 - 60 W1S-060  W4S-060  

50 - 70 W1S-070  W4S-070  

60 - 80 W1S-080  W4S-080  

70 - 90 W1S-090  W4S-090  

80 - 100 W1S-100  W4S-100  

90 - 110 W1S-110  W4S-110  

100 - 120 W1S-120  W4S-120  

110 - 130 W1S-130  W4S-130  

120 - 140 W1S-140  W4S-140  

130 - 150 W1S-150  W4S-150  

140 - 160 W1S-160  W4S-160  

150 - 170 W1S-170  W4S-170  

160 - 180 W1S-180  W4S-180  

170 - 190 W1S-190  W4S-190  

180 - 200 W1S-200  W4S-200  

190 - 210 W1S-210  W4S-210  

200 - 220 W1S-220  W4S-220  

 

W1 
Band & Housing:  
Zinc plated Steel 
Screw : 
Zinc plated Steel 
 
W2   
Band & Housing: 
Stainless Steel 
Screw:  
Zinc Plated Steel 
 
 
W4   
Band & Housing: 
Stainless Steel 
Screw:  
Stainless Steel 

Heavy duty worm drive clamp for use in industrial, agriculture and marine applications.  The W4 grade offers 
additional resistance to the more corrosive applications.  The band is cold formed for extra strength.  The 
bevelled edges protect the hose from being cut. 

W1 
Band & Housing:  
Zinc plated Steel 
Screw : 
Zinc plated Steel 
 
W2   
Band & Housing: 
Stainless Steel 
Screw:  
Zinc Plated Steel 
 
 
W4   
Band & Housing: 
Stainless Steel 
Screw:  
Stainless Steel 

CLAMPING 
RANGE - MM 

PART 
NUMBER 

 PART 
NUMBER 

 

8 - 12 W2L-012    

8 - 16 W2L-016  W4L-016  

12 - 22 W2L-022  W4L-022  

16 - 27 W2L-025  W4L-027  

20 - 32 W2L-032  W4L-032  

25 - 40 W2L-040  W4L-040  

30 - 45 W2L-045  W4L-045  

32 - 50 W2L-050  W4L-050  

40 - 60 W2L-060  W4L-060  

50 - 70 W2L-070  W4L-070  


